
Specifications on back

ABS plastic is more rigid than PPE; does not bulge 
under normal operation.

Rigid casing - Epoxy sealed case increases PSI limits.

Pure lead allows for more efficient transfer of 
electricity during discharge and recharge; less 
energy lost to heat.

Over partition welding (OPW) provides greater 
shock and vibration resistance.
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PREMIUM HIGH-CRANKING

AGM BATTERIES

Why Choose a Full Throttle Premium AGM Battery?
No matter what type of powersports vehicle you drive, having constant, reliable power is key. The Full 

Throttle FT Series is a group of heavy duty, maintenance-free batteries constructed with pure lead plates 

that are tightly packed together to provide you with a serious power boost.  All of our FT Series batteries 

are designed to have massive starting power and provide extreme shock and vibration resistance, 

making them an excellent choice for vehicles that roam through extreme conditions. 

Full Throttle batteries are designed to deliver immense starting power every time no matter what the 

conditions are, with enough juice to power all your accessories along the way. High compression cells 

connected with OTP (Over the partition) technology ensures resilience when the road gets bumpy. The 

hassle-free, zero-spill technology allows for creative mounting, with no corrosion or dangerous gassing. 

Don't settle for less when you can power up your mean machine with a Full Throttle Battery. 
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BUILT BETTER.



fullriverbattery.com

START YOUR

ADVENTURE

FULLRIVER BATTERIES ARE AVAILABLE THROUGH OUR 

NATIONWIDE NETWORK OF AUTHORIZED DEALERS 

AND INTERNATIONAL BRANCHES. FOR MORE INFO 

VISIT OUR WEBSITE OR CALL US TOLL FREE AT 

800-522-8191 / 805-484-7900 (LOCAL).
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FT100 8 M6 3.39 (86)5.43 (138) 4.02 (102) 4.02 (102) 6.6 (3.0)8BTX9-BS 310 200 155100 LHP

FT185 15 M6 3.39 (86)6.97 (177) 5.15 (131) 5.15 (131) 11.0 (5.0)14BS16L-B 545 300 240185 RHP

FT200 20 M6M 3.90 (99)6.69 (170) 6.18 (157) 6.18 (157) 13.2 (6.0)14BTX20H-BS 535 300 265200 RHP

FT230 28 M6 3.03 (77)7.13 (181) 6.57 (167) 6.57 (167) 15.4 (7.0)20BT19BL-BS 680 410 310230 RHP

FT410 48 M6 + TP26 6.93 (176)6.50 (165) 4.92 (125) 5.67 (144)** 22.9 (10.4)28- 925 625 530410 RHP

FT438-U1R 50 M6 + TP26 5.16 (131)7.72 (196) 7.56 (192) 7.56 (192)** 24.9 (11.3)35U1R/46A24L 975 605 525438 RHP

FT560L 80 M6 + TP26 6.54 (166)7.80 (198) 7.08 (180) 7.08 (180)** 33.3 (15.1)4426 1200 860 725 LHP560

FT750-25 120 AP 6.85 (174)9.45 (240) 7.95 (202) 8.66 (220) 49.2 (22.3)6425 1400 1080 900 LHP750

FT265 26 M6 3.90 (99)6.70 (170) 6.89 (175) 6.89 (175) 15.9 (7.2)18B16CL-B 625 440 350265 RHP

Full Throttle FT Series Premium High Cranking AGM Batteries

** Brass SAE post is removable, reducing total height by 0.86’” 


